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Protective Sleeving
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Spiral Wrapping bands is an economical way for cable management. It 
can be easily applied to wire harnesses, cables and wire bundles keep all 
your wires tidy and beautiful. It also serves as protection from damage.

A protection wear for electric wires,and make them insulation and look 
nice.

JDD-BQGD Fiberglass sleeving is made of E-class fiberglass sleeve 
treated at high temperature with a special kind of silicone resin, it 

possess outstanding a temperature classification of 200℃. It also has 
excellent properties of self-extinguishing and flexibility.

It is widely used in supplementary insulation on transformer, motor, 
generator and resistor leads etc.

Sleeving material:Fiberglass fiber
Coating material:Silicone resin

Operating range:-60℃~+200℃
Breakdown voltage:1.5kV~2.5kV
Flammability:VW-1 
Color:White, Black,Orange
Certificate:UL,RoHS  
Cutting tool:Cutting machine,Scissors

Notes: .
1.Special packing, sizes, and colors  can be supplied upon request.
2.All the numerical  data are average or typical values, not including customized sizes.

Unit: mm

Material:PE

Operating range:-40℃~+80℃
Color:Black,Natural
Certificate:RoHS

Notes:
1.The part No. will be followed by BK, WH and so on to indicate the colour of Spiral wrapping band.
2.Special packages, sizes and colors can be supplied upon request.

Unit: mm 

2.0±0.5 
3.0±0.5 
4.0±0.5 
5.0±0.5 
7.0±0.5 
8.8±0.5 

10.5±0.5
12.0±0.5
14.0±0.5
16.0±0.5
18.0±0.5
20.4±0.5
22.0±0.5

3±0.5
4±0.5
5±0.5
6±0.5
8±0.5

10±0.5
12±0.5
14±0.5
16±0.5
18±0.5
20±0.5
22±0.5
25±0.5

Part o.N I.D. O.D. Screw pitch Thickness
Packing
m/bag Part No. I.D.

Packing
m

Wall thickness
2.5kV

Wall thickness
1.5kV

0.32±0.05
0.37±0.05
0.37±0.05
0.37±0.05
0.37±0.05
0.38±0.05
0.39±0.05
0.40±0.05
0.40±0.05
0.40±0.05
0.41±0.05
0.41±0.05
0.42±0.05
0.48±0.05
0.50±0.05
0.51±0.05
0.51±0.05
0.51±0.05
0.51±0.05
0.52±0.05
0.53±0.05

0.36±0.05
0.38±0.05
0.39±0.05
0.41±0.05
0.43±0.05
0.43±0.05
0.44±0.05
0.44±0.05
0.44±0.05
0.44±0.05
0.45±0.05
0.45±0.05
0.45±0.05
0.53±0.05
0.53±0.05
0.54±0.05
0.54±0.05
0.55±0.05
0.55±0.05
0.55±0.05
0.56±0.05

200
200
200
200
100
100
100
100
100
100
100
100
50
50
50
50
50
50
50
50
50

BQGD-1.0
BQGD-1.5
BQGD-2.0
BQGD-2.5
BQGD-3.0
BQGD-3.5
BQGD-4.0
BQGD-4.5
BQGD-5.0
BQGD-5.5
BQGD-6.0
BQGD-7.0
BQGD-8.0
BQGD-9.0

BQGD-10.0
BQGD-11.0
BQGD-12.0
BQGD-13.0
BQGD-14.0
BQGD-15.0
BQGD-16.0

Spiral rapping andsw b Fiberglass sleeving

MCRG-003
MCRG-004
MCRG-005
MCRG-006
MCRG-008
MCRG-010
MCRG-012
MCRG-014
MCRG-016
MCRG-018
MCRG-020
MCRG-022
MCRG-025

0.5±0.1
0.5±0.1
0.5±0.1
0.5±0.1
0.5±0.1
0.6±0.1
0.7±0.1
0.8±0.1
0.9±0.1
1.0±0.2
1.2±0.2
1.3±0.2
1.5±0.2

5±1 
6±1 
7±1 
8±1 

10±1
12±1
14±1
16±1
18±1
20±1
22±3

22.4±2
27.0±2

1.0+0.3/-0.1
1.5+0.3/-0.1
2.0+0.3/-0.1
2.5+0.3/-0.1
3.0+0.3/-0.1
3.5+0.3/-0.1
4.0+0.3/-0.1
4.5+0.3/-0.1
5.0+0.4/-0.1
5.5+0.4/-0.1
6.0+0.4/-0.1
7.0+0.4/-0.1
8.0+0.4/-0.1
9.0+0.5/-0.1

10.0+0.5/-0.1
11.0+0.5/-0.1
12.0+0.5/-0.1
13.0+0.5/-0.1
14.0+0.5/-0.1
15.0+0.5/-0.1
16.0+0.6/-0.1

500
500
500
200
200
200
150
150
100
100
50
50
50




